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Conestoga Works

Lichtenberg Figure Wood Burner II
Operating instructions

“Lichtenberg figures” are branching tree-like patterns that are created by the passage of high voltage
discharge along the surface, or through, electrically insulating materials (dielectrics). The first Lichtenberg
figures were actually 2-dimensional “dust figures” that formed when dust in the air settled on the surface
of electrically charged plates of resin in the laboratory of their discoverer, German physicist Georg
Christoph Lichtenberg (1742-1799). Lichtenberg figures are not true fractal patterns. A fractal pattern is a
mathematical construction so designed that it looks the same at any scale. Because Lichtenberg figures
and fractal patterns both have similar appearances such as lightning or trees, the term “Lichtenberg
Fractal Patterns” has commonly but mistakenly been used to describe these figures.
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Operational requirements: The North American (Canada and USA) burner operates
on 110-volts, 60 Hertz, 250 Watts while the International version operates on 220-volts, 50 Hertz,
250 Watts. The input voltage on both versions is fixed and cannot be changed. Do not use a Variac
with this burner.
Safety notice:

The output voltage and current (greater than 10,000 volts @ 25 mA) from
this burner can cause serious burn, injury, or death if these instructions and safety precautions
are not followed. The safe use of this burner is entirely the responsibility of the purchaser. If you
have any electronic implant, consult your doctor before using. Please read these instructions
and the included Warranty on page 5 of these instructions prior to the use of the burner.
If you do not agree with this, do not use it and immediately return the unused burner
for a full refund. See the Warranty for full details.

Caution:

The burner is heavy. Do not lift or drag the unit by the AC or high voltage leads.
Severe and potentially dangerous damage could occur.
The Lichtenberg Figure Wood Burner is designed to burn fern-like fractal pattern. With
safety as the paramount feature of the burner, it will not burn the uncontrolled and extremely
deep burn patterns that are created by very dangerous, high amperage, homebuilt units as seen
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on various YouTube and other videos. The Lichtenberg Figure Wood Burner will burn large
surfaces and reasonably deep channels by working smaller sections at a time where the operator
has a significant control of the burn pattern. Please see “Burning deeper or wider channels”
further in the instructions for a technique to obtain deeper or wider channels.

INSTRUCTIONS FOR DECORATING WOODEN OBJECTS OR GOURDS.
Safety steps that must be observed to ensure a safe and enjoyable experience:
•
•
•
•

•
•
•
•
•
•
•
•
•
•
•
•
•

Do not use the burner until you understand all the instructions and safety precautions.
Read and follow all instructions prior to the use of the burner.
Always keep under the control and supervision of a responsible adult.
Do not plug the burner in until you have completed all preparation steps and are ready to decorate
the item.
Ensure both probes are under your control prior to activating the foot switch.
Hold the probes like you would a pencil and keep them vertical to the surface of material being
decorated. Avoid touching the area below the probe’s clear plastic hilt or near each probe’s tip.
Always place the probes in their insulated pocket on the burner when not in use.
Depress the foot switch to activate and turn on the burner. The red indicator lamp will illuminate
when the foot switch is depressed.
Release the foot switch to deactivate and shut the burner off.
Electrically insulated rubber gloves that are designed to protect you from high voltage are
recommended.
Do not use on or near any electrically conductive surfaces including tools.
Ensure the material to be decorated is stable on an insulated nonconductive work surface.
Do not attempt to decorate the item while mounted on a lathe or has a lathe chuck attached.
It is recommended that you have a second person serve as a safety observer.
Do not allow anyone to touch any work surface or the item being decorated while the burner is
activated.
Do not coat or spray electrolyte solution on the item while the burner is activated.
Unplug the burner once you have finished the decorating.

GETTING STARTED.
•

•

What wood works best?
o Just about any wood can be used; however, tighter grained, light colored woods such as Basswood,
Birch, Cherry, and Maple tend to work best to show a contrast between the Lichtenberg pattern and
the background. The fine hair-like fingers can be produced much easier in tight grained wood.
Woods such as Ash and Oak will work, but the burn pattern will generally lack the fine hair-like
details that can be obtained in denser woods. Veneer grade plywood and high-density particle board
works very well. Green wood or wood with a high moisture content, above 15%, may not create fine
hair-like fingers.
o Gourds that are dry and clean tend to burn quite well.
The Electrolyte solution.
o The wood is a good insulator and will not typically support an arc between the probe tips;
consequently, it must be coated with an electrolyte solution.
o The best solution to use is two tablespoons of baking soda per quart of water. It goes a long way and
can be stored in a glass container indefinitely.
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THE BURNING PROCESS.
•

•

•

•

•

•

•
•
•
•
•

The amount of electrolyte solution that should be applied to the object is difficult to determine. It’s based on
several factors including the type of material, the amount of solution applied, how the material absorbs the
solution, its moisture content, and even the humidity. Too little and it won’t conduct enough current to
create a pattern. Too much and the current will flow through the solution so freely that it will not generate
enough heat to burn the material. The solution will stain the surface slightly; thus, you might want to cover
the whole surface to ensure grain color uniformity. This can be done after the burning is completed.
Apply the solution with a sponge or brush. The material does not have to be saturated but should be
thoroughly moistened. If you find that the material is too wet, wait a few minutes to allow it to dry. The
wood being too wet is the number one cause for poor results. Evaporation will reduce the conductivity where
the arc will start at both probes. Wiping the surface with a dry cloth will normally leave enough moisture
that the burning will start immediately. Ideally, you will notice the surface of the material slightly drying
along the arc path. This indicates the ideal moisture level for the electrolyte solution.
While holding both probes above the plastic hilts, place the probes in firm contact with the object along the
desired burn path then activate the burner by stepping on the footswitch. Do not allow anyone else to
operate the switch for you. Release the footswitch before lifting the probes from the surface of the object.
Lifting the probe tips off the surface of the object while the foot switch is activated could cause an arc
resulting in a deep burn spot on the surface. Do not place the tips close enough to each other to cause an arc
between the tips.
Generally, the arc path created on the object from both tips will eventually meet. Once the paths meet, the
arc path will glow a bright red, continue to burn, and will create an increasingly deep and wide path pattern.
This may be desired as it tends to create a main channel with lines spreading out from it all along its path.
You may move the probes around the surface of the object to create different paths for the arc.
The beauty of the Lichtenberg Figure burning is its randomness. You will learn that you can control the
burn pattern to a degree; but the arc has a mind of its own and will take the path that defies explanation.
The one factor that somewhat tends to be true is the burn path appears to follow the grain of wood probably
due to the absorption of the electrolyte solution in the grain. Don’t bank on this fact as always being true;
especially, if that is what you want.
Use a small spray bottle of the electrolyte solution to spritz the object’s surface if it dries out too quickly and
your arc tends to stop or to control the arc if it becomes too aggressive. With experience, you may use the
spray bottle to guide or direct the direction of the pattern. Do NOT spray the object while the burner is
activated. Turn off the burner and place both probes in their pockets prior to spraying the object. A small
spray bottle can be purchased at any cosmetic counter for around $1.00. Well worth the investment.
You can oftentimes get a very delicate burn pattern by only using one probe on the object. Simply leave the
second probe parked in the unit. The burning is much slower with only one probe.
A safety point here! Do NOT touch the object or any surface near it during the burn. A shock will result.
Ensure your safety observer and anyone else watching follow these procedures.
The burning of the pattern will create smoke. Ensure the work area is well ventilated. If you are planning to
burn patterns for an extended period, a mask approved for exposure to organic vapors is recommended.
Ensure you are in an area where the smoke does not set off smoke detectors.
Release the foot switch and ensure the red lamp is off before touching any surface with anything other than
the probes. Unplug the burner when you are through with the burning process.
The probe tips may get a char buildup on them from the wood sap. This does not affect the efficiency of the
burning; however, you may clean the tips with a Scotch-Brite® pad and alcohol. Do not use other solvents to
clean the probe tips.

Burning deeper or wider channels.
•

The burner isn’t designed to create wide or deep channels; however, you may create them by using a Dremel
tool with a small rotary burr or a carving knife to create the desired channels in the surface of the wood and
then treating the areas along the channels with the electrolyte solution. The burn pattern will tend to follow
the path of the solution and give the effects desired for the deeper and wider channels. Various resins or
epoxy can then be added to the channels for added effects.
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CLEANING AND FINISHING THE DECORATED OBJECT.
•

•
•

Once you have completed the Lichtenberg pattern, there will be a significant amount of char that needs to be
removed. The best method is to scrub the burnt area with a soft bristled brush such as a toothbrush while
holding the item under running water. Do not sand or use the brush without running water on the burnt
area because the char will fill any open grain and create black smudges that is nearly impossible to remove.
Once the char is washed away and the object has dried, it may be lightly sanded (220 or higher grit) to
remove any raised grain and to highlight the hair-like fingers. Do not be aggressive with the sanding as the
hair-like fingers are very shallow and can easily be sanded away.
If the baking soda adversely stains the wood, wipe the surface with vinegar after cleaning the char off the
project. The vinegar will normally remove the stain.
Any reasonably clear finish may be applied to the decorated object once it is dry.

BE SAFE AND FOLLOW ALL THE SAFETY PRECAUTIONS. USE COMMON SENSE AND HAVE
FUN.
This burner does not have any consumer replaceable parts. Opening the unit,
removing the labels, or modifying the unit in any manner voids the warranty and
could possibly cause serious burn, injury, or death.

WARRANTY

Conestoga Works LLC warrants to the original purchaser the Lichtenberg Figure Wood Burner™ to be free of defects
from the date of purchase for a period of one year.
Damage resulting from all other causes, including but not limited to acts of God; improper installation, modification,
alteration or misuse of the burner or its operation in a manner contrary to the instructions accompanying the burner at the
time of sale; accidental or intentional damage, neglect, improper care, or other failure by the owner to provide reasonable
and necessary care of the burner; any attempt at an unauthorized repair of the burner; removal of the label or any
warranty seal; or any other causes beyond the control of Conestoga Works LLC are excluded from this warranty.
If the purchaser feels the burner is not free from manufacturer defects or feels the UNUSED burner cannot be used in a
safe manner in accordance with the accompanying instructions return the burner with its original packing material and via
the same shipping service as used to send the burner within 30 days of receipt. The original purchase price, minus
shipping and credit card processing charges, will be refunded or a replacement unit will be sent to the purchaser upon
receipt and inspection of the returned unit. A fully functional burner that has been used may be returned within 30 days of
receipt for a refund minus shipping, credit card processing charges and a 25% return fee. All return postage shall be
borne solely by the purchaser. Please contact Conestoga Works LLC, 4711 Willow Circle, Edmond OK 73013, (405) 4204686 or charles@conestogaworks.com for a return authorization prior to returning the burner.
CONESTOGA WORKS LLC MAKES NO EXPRESS WARRANTIES, EXCEPT FOR THOSE THAT ARE SET FORTH
HEREIN AND SHALL NOT BE LIABLE FOR ANY INCIDENTAL, SPECIAL OR CONSEQUENTIAL DAMAGES WITH
RESPECT TO THE LICHTENBERG FIGURE WOOD BURNER™ COVERED BY THIS WARRANTY. CONESTOGA
WORKS LLC’S COMPLETE LIABILITY AND THE OWNER’S EXCLUSIVE REMEDY BEING LIMITED TO THE
REPLACEMENT ON THE TERMS STATED HEREIN. ANY IMPLIED WARRANTIES, INCLUDING BUT NOT LIMITED
TO THE IMPLIED WARRANTY OF MERCHANTABILITY AND OF FITNESS FOR ANY PARTICULAR PURPOSE ARE
EXPRESSLY EXCLUDED.
NO PERSON IS AUTHORIZED TO CHANGE THE WARRANTY IN ANY WAY OR GRANT ANY OTHER WARRANTY
UNLESS SUCH CHANGES ARE MADE IN WRITING AND SIGNED BY AN OFFICER OF CONESTOGA WORKS LLC.
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